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ALKALINE 720

Versatile "heavy-duty" concentrate for industrial use
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- ALKALINE 720

is particularly suitable for the cleaning of dry pressing
and felting in the paper industry.
- Gives uniform etching of aluminum and aluminum all oys.
- Excellent cleansing properties and fully washable.
- For leaning of acid sensiti ve stone facades.
- Cleaning of storage systems, dry pressing, felt, railway wagons,
bogies, drive shafts, acid sensitive stone facades etc.
- Removes light deposits on aluminum during etching. Animal,
vegetable, mineral oils, grease, and stubborn dirt, old paint,
fume residue, road grime and contaminants in the paper.
- Biodegradable.
- Phosphate-Free.
How to use

ALKALINE 720 is a highly alkaline specialized and effective liquid, etchant for aluminum
and aluminum alloys that obtains a decorative satin sheen for conditioning
before painting and anodizing.
ALKALINE 720 also may be used as a "HEAVY-DUTY" cleaning compound in all industries.
Safe for steel, stainless steel, magnesium, porcelain, ceramic tile, plastic, concrete and
acid-sensitive stones.
Discolors copper and brass. Affects zinc. Etches aluminum.
Packaging

Polycontainer of 30 kg
Where to use

Cleaning the paper mills:
Storage: 1 - 6% by volume. Rinse thoroughly with water.
Dry Presses: 3-5% by volume. Rinse thoroughly with water.
Felt cleaning: Periodic cleaning, 3-5% by volume.
Continuous cleaning: 0.6 - 1.2% by volume.
In all cases: rinse thoroughly with clean water.
The temperature may vary in all cases, between 60 and 70°C.
The degree of etching is dependent on the immersion time, the concentration of the solution,
temperature, and the aluminum oxide present in the amount of material to be etched.
A 6% solution will etch an 1100-H-14 alloy at a temperature of 27°C.
This alloy will etch with a speed of 0,03mm per minute. As the aluminum salts increase,
the etch rate will decrease. To obtain an even etching and extend the service life of the
solution, it is advisable to regularly remove any formed precipitate and add Alkaline 720.
An optimal result will be acquired by keeping the aluminium content in the solution at 30-45g/l.
N.B. The tanks and heating coils can be made from cold-rolled steel.
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Some types of aluminum form a metallic soot pollution when etched. for this
to remove, a desoxidatie bad is necessary. A few minutes immersion in an solution
ETCHCID C.F. is sufficiently at room temperature.
"Heavy-Duty" cleaning:
Pressure Wash:
10 - 15% by volume. : Temp 15-70° C.
The materials must not dry out. Let the solution work for some time on the waste and
then rinse with clean high pressure water.
General:
10 - 25% by volume. : Temp 30 - 70° C.
Wall cleaning:
10% by volume in water. Apply with a brush or scrub broom ,let it work for about
15 minutes and rinse with a pressure sprayer.
SAFETY:
-The work area should be completely barricaded.
Operating staff should protect themselves with protective clothing, goggles, helmets,
and boots and gloves.
- Take measures to protect passersby, children and colleagues.
- Vulnerable materials and objects, such as metals, cars, lacquer and paint, windows,
plants and flowerbeds must be protected.
Neutralize acidic liquids:
ALKALINE 720 in its liquid form is 100% effective in the neutralization of acidic solutions.
To determine the necessary amount, it is advised to takes measured amount as a sample
and add ALKALINE 720 until the desired pH is reached. Propotionately add the
ALKALINE 720 to the bulk solution.

Properties

physical aspect
pH of 5%
odor
Solubility in water

:
:
:
:

Light yellow liquid
13.5 ± 0.5
none
full

Safety

The safety information of this product is mentioned in our Safety Data Sheet (MSDS).
If using cleaning- and/or disinfectant products use always personal protective equipment.

* Only to be used by professional users.
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